
Interior flooring and tiling.

Internal floors of the homes will be in rectified porcelain stoneware. All 
the flooring will be fitted on a layer of  thickness anti-impact cross-linked 
polyethylene foam.
The floors of the external hallways and other common areas of the block 
will be continuous concrete pavement. Terraces will be paved with 
ceramic tiles with a pattern of wood imitation.

Interior cladding.

Cladding of interior vertical walls will be in white plastic paint. Wet rooms 
will be tiled in stoneware over walling plaster.
A false ceiling of laminated plasterboard sheets painted with white plastic 
paint will be fitted over the whole surface of the home. 

Kitchen.

Kitchen equipment with low and high furniture with laminated finish, 
countertop in grey silica agglomerate, self-braking drawers, oven 
microwave, extractor and vitroceramic hob. Sink under the countertop 
and draining board embedded in the countertop and pre-installation 
for dishwasher. Breakfast bar supported on aluminium supports finished 
in white silica agglomerate. Pre-installation for
washing-machine.

Air conditioning. 

Aerothermy will be used to provide domestic hot water. 
Installation of an air conditioning system using ducts in the false ceiling 
with impulsion through linear grilles.Façades.

The exterior finish of this envelope will be in walling plaster finished in 
white stucco. The flights and their fronts will be in exposed reinforced 
concrete finished with white stone paint. 
Rear double skin facade that will act as a thermal and acoustic filter, 
improving the energy efficiency of homes. It will also bring aesthetic 
beauty and movement to the facade through the creation of shadow 
games and landscape framing.

Carpentry and glazing.

The darkening and solar control system will be made using blackout 
fabrics.
The glass of the exterior carpentry will be double glazed with
climalit-type.
The built-in wardrobes will have a sliding door, lined on the inside.
The access door to the home will be armoured, with interior and exterior 
finish of white lacquered MDF, it will have a steel structure and frame, 
locking device, double security lock and anti-lever hinges.

Telecommunications.

Installation of television signal reception with HD digital satellite 
receiver in each home. Community Wi-Fi network service with Internet 
access in the common areas of the central area of the complex.

Electrical installations.

Light intensity regulator in the dining room. Television sockets installed 
in the living room, all bedrooms and the balcony.
Telephone in the living room and bedrooms. Access to broadband 
telecommunications services via fibre optic cable in the living room and 
bedrooms. 

Plumbing and sanitation.

Shower tray of synthetic material.
Bathroom fittings and sanitary ware of the brand "Gala".
Built in shower tap and shower head in the ceiling.
Bathroom furniture with top layer of wood and white colour in the main 
bathroom and in the second bathroom ceramic washbasin of 80 cm "vsb 
altai".
Ventilation system throughout the home, including the kitchen and 
bathrooms via extractor fans.
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NOTA
The management reserves the right to make as many changes to these specifications during the execution of the construction works as are deemed necessary, whether imposed by competent authorities or bodies or motivated by demands that may be technical, legal, commercial or due to availability of 
the materials, but without reducing the overall quality level.

Residential area.

Fully gated complex, complemented with a filter of plants for more privacy.
The fencing has the following accesses: a roadway to the semi-basement floor leading to the parking area and 
a main pedestrian access with access control via a concierge's hut and the waste bin alcove, both located to 
the south of the plot, connecting to calle Riu Alcora and Riu de la Alberca streets, as close as possible to the 
larger streets. There is also a pedestrian access in calle Riu Alcora, to the north-east of the plot and linked to 
the exit leading to the sea; this will be furnished with a foot wash area and temporary storage for beach 
equipment. 
The residential area is furnished with garden areas, very natural, keeping a modern green and leafy image 
and preserving the larger pre-existing trees. Environmentally-friendly paths and tracks will be created using 
stone paving (trowelled base grated finish with separation of concreted joints via embedded steel bars), in 
combination with synthetic wood boards (composed of wood and polymer fibres) that do not require mainte-
nance and give it a natural appearance.
Systems of pergolas will be designed, distributed in the most-trafficked areas of the garden space, via 15 cm 
reinforced concrete circular slabs painted in white, with 150 mm tube uprights at a tangent to the slab.
Two swimming pools are planned, one for use by children.

Parking and storage.

The parking, located in the semi-basement floor, has 93 parking spaces, so there is an option to acquire 
more than one space per home. The parking has a single access road, with automatic opening via remote 
control and four pedestrian accesses through the vertical access cores.

The storerooms for the homes are also located on the parking floor, concentrated at the ends of the floor 
to achieve double protection against damp, raised above floor level in this area and including a ventila-
tion chamber on all vertical walls via a backing.

The parking area surround is a reinforced concrete wall, with perimeter drain, and flooring of reinforced 
concrete, with trowelled finish and painted, over a layer of gravel and high-density polyethylene sheet to 
prevent damp due to capillary action. 
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